800-621-1563

Website: www.rubber-inc.com Email: equipment@rubber-inc.com

Tire Changers Lifts Wheel Balancers  Alignment  Lift Inspection

@Rubber-Inc

e —
MAXX SERIES TIRE CHANGERS Maxx 90 RC- SERIES TIRE CHANGERS

+ Clamp up b 30" wheel out of the bo
+ Leverless Duckhead beadtkfr

RC-55
MaXX 80 + RC Rbo-ArfhHelper Device
+ RoboRoller powered assist device
+ New bead breakr for larger assemblfes RC-45

+ Hand / ®ot controlled bead loosen

+ Dual Nozzle Bead Seal » Foot-Cortrolled Bead Loosener
N Gu.a Mozzzeo ?a ealer ¢ Maximum Tire Wdth: 10.5"
fip Max 2.0 clamps « Clamping Ringe from 6" - 24"
Maxx 70 « Steel Clamps $tndard
+ Patented Pobo-Arm helper device ° guralll)lg Stee_l ?uckhead Sindard
« Small Botprin
All Models
« Built for the harsh work environmets
» Work on up b 16" tire width RC-55
* Duckhead MoutyDismount Tool Heacl
Mescx 70 Maxx 50 « New bead breakr for larger assemblifs
axx - Dual Nozzle Bead Sealer
Maxx 80 -
Maxx 90 * Modular & Upgradeable RC-45
Model Maxx 90 Maxx 90 2-Speed Maxx 80 Maxx802-Speed Maxx 70 Maxx 50
Model RC-55 RC-45
220v N/A 800MAXX90220 800MAXX80220 800MAXX802SPD 800MAXX70220 N/A
Elec.110v 8560995001 8560994901
110v N/A N/A 800MAXX80 N/A 800MAXX70 800MAXX50
- Air 85609950 85609949
Air 800MAXX90A N/A 800MAXX80A N/A 800MAXX70A  800OMAXX50A

DIRECT DRIVE WHEEL BALANGERS CENTER POST TIRE CHANGERS

+ Enhanced Laser Guided Opdian

+ Stop, Lock & Index 90C

+ ProBalancee@hnologdy

+ Touchscreen + Leverless Duckhead beadtkr
+ Speed Thredd

+ LED barrel litihg 80C

+ Langiage sotware - English,
Spanish, Fench, Chinese

Brand-New Ceter Clamp Design fordse of

+ Hood damper Use and Minimized Metl-to-Metal Cortact
« Available in Rgged 220V, 2HP Eleit
15(X) Motor, or Air Mobr
+ Laser-Guided Opet#n » RoboRoller Device for Direct Pressure on
— 5 O'Clockdpe Applicaion 90C Tough Assemblies
1600 1500 — 12 O'Clock Clip Appliti@n » Clamping F&mgg from 10" - 30"
1300 + Automatic 3-D Daa Enry 80C  Standard Auxiliay Bead SealeryStem
+ Stop and Lock Inveter Technology
+ Double-Sided Collet Included Model 90C 80C
Model 1600 1500 1300 1300 220V 80090CEH220  80080CEH220
220V1P 80016003D 80015003D 80013002D « Direct Drive — No Dajl Calibraion Neetd Air 80090CAd3 80080CAH3
e

220V3P  80016003DO01 80015003D01 80013002001  * !denti es Excess Bsidual Satic Imbala ,
» Automatic 2-D Daa Eriry on Wheel

Diameter and O set Measuremeh TI II_BAC K C HAN G ERS

S mc E Sml N G ]C_slt-)grsl_CD Meo Disply
BALANCERS

Laser Wight Placemen Guidance
Live Psition Indexing Guidance
110V Pwer - Plug In Anywhere
Space Saving Design

Auto Strt Hood

885

* 110V Pwer - Plug in Anywhere
Model 1185 885 * Space-Saving Design

+ Auto Strt Hood APS300CENTER POST 9028 RIM CAMP
1oy, 1P 8001185 800885 « Direct Bpe-A-Véight Placemen 800APS3000 8009028

Call: 800-621-1563



CHD TIRE CHANGERS

* Most compact of the jaw-style clamping
machines available

« Easy-to-learn and designed for moderate to
high volume shops

« Fast & easy clamping of virtually all rim styles
« Floating jaws match wheel contours for
excellent grip and safety

« Solid, single-piece frame for added capacity
and reliability

« Portable wired control unit allows best angle
at all times

« Handles rims from 13” to 27" & tires up to
63" in diameter and 30.5” wide

« CHD Series also includes models 9041 and
9551 for varying shop needs

9551 3P
8009551

CHD 6330

6330 3P
8006330

9041 3P
8009041

6330 1P
80063301PH

6450 HD BALANCER KIT

« Powerful 1.5 HP direct drive motor

» Shows static & dynamic data & identifies any excess
residual static imbalance.

» DCS makes this the most accurate HD balancer on the market

* 500 Ibs. Met Lab / UL approved.

« Designed for front line, high-volume balancing.

« Easy-to-read LED readouts & Laser weight placement

« Auto Data Entry for all three parameters with one touch.

« Auto indexing automatically moves the wheel to weight

positions.

« Stop and Lock spindle for easy, accurate weight placement

*Wheel lift included

8K64503DKT 1P — Single Phase Electric
8K64503DKT3P— Three Phase Electric

ALIGNMENT SCISSOR LIFTS

« Assembled in North America with superior structural strength
» Two Heavy-Duty Rolling Jacks

« Set of Stainless Steel Turnplates & Roll Back Bars

« Stainless Steel Electric Transducers for
precise leveling and more precise alignments
« 1/2” Polyethylene Radius Turnplate Pocket Liner
 Secondary Assist Cylinders (14K/16K only)

« Deck Length: 203” / 5156mm

« Deck Width: 41” / 1041mm

8KSC12KITP - 12k
8KSC14KITP - 14k
8KSC1BKITP - 16k

-

8KSC14KITP

6500 3D ALIGNER

« Exclusive Coats Software with Toe+, multiple roll
options, and all measurements screens

« Intuitively built platform for custom measurements,
alignment specs, and shop RO’s

 Mobile Cabinet and large LCD moveable display for
any shop placement

« Tire Gripping QC20 Wheel Clamps extending to 43"
with self-centering, standard clamp set enclosed

* QR Code for remote viewing access

« VIN Scanner, Printer, Brake Pedal Depressor, and
Steering Wheel Holder included

HAVE YOU HAD YOUR LIFTS
INSPECTED THIS YEAR?

Coats now offers ALl Certified 360 Lift Inspections
e Any Make or Model Lift

e Easy Scheduling

Convenient Document Portal

KEEP YOUR SHOP
& TECHS SAFE,
BOOK TODAY

Rigorously Tested &
ALI Certified

ALIGNMENT 4-POST LIFTS

Our Packages Feature:
*Two Heavy-Duty Rolling Jacks

Now Offering Extended Height,
Narrow, & Wider Models

Red » Set of Stainless Steel Turnplates
or Blue & Roll Back Bars
Available * 9” / 229mm Steel Pulleys and

Pre-Stressed Cables

23" / 584mm wide double walled
non-flex runways

 Double Baked Corrosion Resistant

4TV21NSR1 - 10K, 2N1, std. height, Red

4TV21NXR1 - 10K, 2N1, ext. height, Red 15k Standard Alignment-Open Front

4TP21SSR1 - 10K, Symm., wide, Red Powder Coat 8K4P15SKITP
AT2125SR1 4TP21NSR1 - 10K, 2N1, wide, Red « Grease Fittings on all Chrome 15k Extended Alignment- Open Front

4T212SSR1 - 12K, Symm., opt. height, Red Plated Pulley Pins 8KA4P15XKITP

4T212NSR1 - 12K, 2N1, narrow width, Red ' 19k Standard Ali t- Closed Front
4T216SSRA - 16K Symm., std. height, Red | * Open runway slots with chrome anare - gnment- Liosed rrom
4T2165SB1 - 16K Symm. std. height. Blue balls and flip locks 8KATA19CSARY

4T220SSR1 - 20K, Symm.. std. height Red |« Premium U.S. Made Bucher 19k Extended Alignment- Closed Front

8KAT419CXAR

4T220SSB1 - 20K, Symm., std. height, Blue Power Unit

SALES: (800) 688-6359
SERVICE: (800) 688-6359

TEXT FOR SERVICE: (615) 392-3193
Please provide: Serial #, Shop Name, Full Address

c}{‘ Free Setup & Training

Preventative
Maintenance

Engineered to Perform. Designed to Last. Technical Support

Team

O

SCAN ME




