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NEVER: Leave gaps between cribbing pieces.  
NEVER remove the center block in 3x3 configuration. 

NEVER: Use a jack plate that does not cover the ENTIRE 
surface of the block(s). This will create a point load and 

drastically reduce the WLL of the block.

NEVER: Place a load or jack directly on  
top of cribbing. 

NEVER: Use cribbing pieces vertically.  

ALWAYS: Use the cribbing blocks  
in interlocking rows of three.

ALWAYS: Use a top jack plate that covers the ENTIRE 
surface of the block(s) to maximize the working load limit.

ALWAYS: Use a jack plate when placing a jack  
or load on cribbing. 

ALWAYS: Use cribbing pieces horizontally.

DO’S AND DON’TS  
 ON BUILDING A CRIBBING STACK

CORRECT USE INCORRECT USE
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NEVER: Stack cribbing, equipped with interlock ribs,  
on side other than pyramid surface, unless interlocking.

NEVER: Fail to use a lower plate in conjunction with 
an upper plate if using cribbing to raise jack to lift 

point.

NEVER: Use a piece of broken cribbing as a “smaller block”.
Any bent, cracked, or broken cribbing must be removed from 

service.

ALWAYS: Ensure blocks are butted next to each other 
and additional layers are placed 90 degrees from the 

lower layer when using pyramid surface.

ALWAYS: Use lower plate in conjunction with upper 
plate if using cribbing to raise jack to lift point.

ALWAYS: Inspect and replace WLL tags and handles 
that are worn or missing.

DO’S AND DON’TS  
 ON BUILDING A CRIBBING STACK

CORRECT USE INCORRECT USE

If you or your company would like an on site demonstration or  
further education on the benefits or proper use of cribbing,  

please contact AME International at 352-799-1111 to schedule. 
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